
For more info rmation : 

www.eltomation.com 

�
Contact us at: 

������� � ����info@eltomation.com�

��� � +31 342 476353�

��� �� +31 342 475618��
 

Please feel free to forward 
this newsletter to any other 
interested party. 

Should you not want to 
receive further newsletters, 
please let us know. 

�

Eltomation to exhibit at the IBS in Las Vegas  
from January 20-23, 2009       

�

  Eltomation will also exhibit at : 
 - MosBuild Exhibition in Moscow, March 31 – April 3, 2009. 
 - LIGNA Fair in Hannover, May 18 – 22, 2009. 

 

More information will be provided in our next Newsletter�
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� � ����� Large WWCB Element Building system�
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Eltomation will be exhibiting at the upcoming International Builders Show , 
which is to be held from January 20-23, 2009 at the Las Vegas Convention 
Center, Las Vegas, Nevada, USA. Please visit us at booth C4066. 
 
Special attention will be paid to:  
�  Turn-key Production Technology  of various types of  

Wood Cement Products, such as: 
- Wood Wool Cement Board  

(WWCB, density of approx. 400 kg/m³ (± 25 pcf)); 
- EltoBoard (Wood Strand Cement Board -1100 kg/m³ (65 -70 pcf)); 
- NEW: Production Line for Large WWCB Wall Elements  of  

up to 6 m (20') x 3 m (10') x 50 cm (1'- 8") thickn ess. 
 
�  Special focus on GREEN product properties:  

- Energy saving and thermal buffering capacities;   
- High resistance to fire;  
- Termite and vermin proof;  
- Impervious to mold and dry rot; 
- Sound absorbing;  
- Ability to absorb and emit moisture; 
- Proven product life cycle (untreated, exposed outdoors): 60 years+. 
 


